
Eagle 4

Model No. EAG4-880-XW* EAG4-1000-XW* EAG4-1120-XW* EAG4-1400-XW*

System Watts 880W±5% 1000W±5% 1120W±5% 1400W±5% 

LED Chip

CRI ≧70

LED nos. 384pcs 512pcs 640pcs 640pcs

Total Lumens
(Cool-White)

≧114,000 lm
≧130 lm/w

≧130,000 lm
≧130 lm/w

≧145,600 lm
≧130 lm/w

≧168,000 lm
≧120 lm/w

LED Driver MeanWell HLG-240H 
x4

MeanWell HLG-240H x4 MeanWell HLG-320H x4

AC Input Max. AC 90~305V

Optional 
Driver

MeanWell HVG-240H, AC 180~518V input MeanWell HVG-320H, AC 180~518V input

Dimming 1-10V

Operation 
Temp.

-40°C~45°C, outdoors

IP Rating IP66

Beam Angles 12°/15°/30°/60°/80°/110° PC Lens

Color Temp. 5000K(CW)/4000K(NW)/ 3000K(WW)

Dimensions Please see dimensions

Weight 42~46kg (include LED drivers & Power Box)
28~32kg (w/o LED drivers & Power Box)

Material Die-cast Aluminum Heat-Sink, White/Black painting 
Tempered proof glass cover

Stainless Steel Bracket & Rotary arm structure

Surge 
Protection

10KA SPD (120-277V or 347-480V AC)
(Optional)

Warranty 5 Years, Life Span>=50,000 hrs

COO Made in Taiwan

Certification cUL/CE/CNS/DLC/Lighting Facts, ROHS

Smart 
Control 
(Optional)

Wireless : ECO-Link Pro/ City Keeper
Wired: DALI / DMX

Memo Power box detachable, support remote power installation

Eagles 4 series

Eagles 4 

Four lamps series 

880W~1400W
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Eagles 4  (unit: mm) 
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